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INDUPHONE-WP SERIES  
WEATHER-PROOF IP66/67 PHONE 

HANDSET /KEYPAD  
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11 1 Avenue Victor Hugo 75784 PARIS Cedex 16 FRANCE 
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Weather proof IP66/67 telephone 
for wall mounting, indoor or outdoor, 

for the locale industrial and noisy 
INDUPHONE – WP Serie 

 
Electrical Characteristics: 
 
Direct current supply:          48 to 60 Vdc 
Consumption:                                 < 40mA 
Ringing voltage:                        35 – 80 Va 
Frequency:               697/770/852/941Hz 
Dialling:  DTMF / decimal 
Redial:                                     Last number 
Electronic Bell:                      90dB at 1 m. 
Visual calling signal :               On require 
Keypad: Full keypad with memory, 10 
button programmable speed-dial                                                                   
Noise cancelling:    Noise canceling Micro 

Hook:                                             magnetic 
Conversation Mode:              By handset 
 
Others:    
- Last number redial 
- Adjustable ringer and volume 

control. 
- Available for dialing 12 groups of 

numbers stored in the memory 

（maximum length of each store 

number is16 digits） 

 

Body Material / Colour: ………………… Robust Aluminium Alloy / Yellow(*) 
Handset material / color : ………………………..…Engineering plastic, / Black 
Door cover: Orient automatically/good self - closing, convenient for use. 
Mounting: ……………………………………….………………………………………on wall 
Dimensions: …………………………………………………………320×205×120mm 
Weight:…………………...…………………………………………………………………5.5 kg 
IP-rating:………………….……………………………….………………………………IP66/67 
Relative humidity: …….…………………………….…………………………….10%~95% 
Atmospheric pressure: …………………………….…………………………86~106Kpa 

Circumstance noise: …………………….……………………………………≤ 60dB（A） 
Max. / min. amb. Temp:………………………………………………….. -30°C to 75°C 
Handset integrity wiring to enable the telephone system to check if the 
telephone unit is still operational. 
Selectable 7 minute time out, to release the line if the handset is left off 
hook. 
Vandal resistant and tamper-resistant hardware,  
Easy installation/ replacement 
 
(*) Colour: Blue and Red as demand 

ORDER P/N / AVILEABLE VERSION: 
 
INDUPHONE – WP01X: Analogue type with keypad, handset, with case cover 
INDUPHONE – WP09X: Analogue type with keypad, handset, without case cover 
INDUPHONE – WP09LC: Analogue type with handset , case cover, without keypad 
INDUPHONE – WPSIPX: VoIP type phone with keypad and handset 
 

‘X’ = B (blue color) / Y(Yellow) / R (Red) 

INDUPHONE – WP 01, with case cover 
 
   

Guaranty 12 Months from the 
date of shipment of factory 


